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*INTRODUCTION*  
 
 
This Manual contains information that is vital to the successful installation, 
operation and maintenance of your SONNYôS vehicle washing equipment. 

 
Please read, and understand, the full contents of this manual before 

installation and operation of the equipment. Keep this booklet in a location 
where it may be used for ongoing reference. 

 
Should you have any questions on the operation or servicing of this 

equipment please contact 
 

TECHNICAL SERVICES DEPT. 

SONNYôS ENTERPRISES INC. 

5605 Hiatus Road 

TAMARAC, FLORIDA 33321 

TELEPHONE: 800-327-8723      FAX: 800-495-4049 
 

THANK YOU FOR YOUR CONFIDENCE IN SONNYôS   !!!!! 
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*SAFETY REQUIREMENTS* 
 

1. Only those employees specifically instructed by the location manager will be permitted to 
enter the wash tunnel to perform inspections or maintenance. 

2. Do not enter the wash tunnel when the equipment is operating. 

3. Always exercise caution when walking through the wash area, may be slippery conditions. 

4. Be cautious when walking through the tunnel to avoid running into or tripping over 
equipment. 

5. Do not ever run through the wash area. 

6. Do not perform any work on equipment unless you performed Lock-Out Safety Precautions. 

7. When maintenance requires that a piece of equipment be in operation, one qualified 
maintenance person must stay at the power disconnect switch while that equipment is 
operating.  

8. All electrically powered equipment must have manually operated disconnects capable of 
being locked in the ñOFFò position.  Equipment that has been ñlocked outò for any reason 
can only be restarted by the person who performed the ñlock outò operation.  

9. Do not attempt to repair or adjust any pressurized liquid or pneumatic part, hose, pipe or 
fitting while that equipment is in operation. 

10. Any ñStopò switch activated must be reset only by the person who initiated the operation. 

11. Electrical connections and repairs are to be performed by a Licensed Electrician only. 

12. Store all cleaning and washing solutions and oils in a well ventilated area. 

13. Clean up fluid spills immediately to prevent hazardous safety conditions. 

14. Be certain to follow all safety procedures on MSDS Sheets for each chemical product used. 

15. All new employees must be thoroughly trained in safe operating and maintenance practices.  

16. All employees must attend periodically scheduled safety procedure sessions. 

17. Do not operate any piece of equipment that requires safety covers with those covers 
removed or improperly installed. 

18. Do not allow any part of your body or other object to come in contact with moving 
machinery. 

19. Do not wear loose fitting clothing or jewelry around moving machinery. 

20. At least two qualified maintenance people must be present when performing equipment 
repairs or preventative maintenance. 

21. When working on any equipment that is higher than a personôs shoulders always use a 
fiberglass ladder that is in good condition. 
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Upgrade to Hinge 

 
 
Tools 
1. Safety Glasses 
2. 1/2ò Socket or Wrench 
3. 9/16ò Socket or Wrench 
4. Screw Gun or Ratchet 
5. Hammer 
6. 5/16ò Allen Wrench 
 
Manpower 
One (1) man 

 
 
 
 
 
 
 
Time (assuming no problems) 
1.00 - 2.00 hours

 
Upgrade Parts 

Qty Name of Replacement Part   Product Part Number 
4 Hinge, Tire Shine 
20 Hex T-Nuts  
12 5/16ò-18 X İò Zinc Bolts  
12 Taper Barrel Nuts  
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Upgrade to Single Pad Manifold and Hinge 
 
 
Tools 
1. Safety Glasses 
2. 1/2 ò Socket or Wrench 
3. 9/16ò Socket or Wrench 
4. Screw gun or Ratchet 
5. Hammer 
6. 5/16ò Allen wrench 
 
Manpower 
One (1) man 

 
 
 
 
 
 
 
 
Time (assuming no problems) 
1.00 - 2.00 hours

 
Upgrade Parts 

Qty Name of Replacement Part   Product Part Number 
4 New Style Manifold 
28 5/16òï18 X 4ò Zinc Carriage Bolt 
28 5/16ò nuts  
28 Lock Washers  
28 Flat Washers   
20 Hex T-Nuts  
12 5/16ò-18 X İò Zinc Bolts  
12 Taper Barrel Nuts  
 
Note: Nozzles and plugs are not included in this kit. Reuse nozzles and plugs form old 
manifold. All above items (photo below) are contained in the Conversion Kit. 

 
  

 

 

 

 

 

 

 

 

 
 

Contents of Up-Grade Kit 
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Conversion Steps 

  
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Attach the hinge to the top side (flat surface) of the black UHMW cover. In order to attach the 
hinge to the cover you will need the 5/16"-18X1/2" Zinc bolts and the taper barrel t-nuts provided 
with the kit. The bolts and taper barrel get placed into the holes as seen in the picture. (one on 
each edge and one place into the middle) 

Note: The Taper Barrel nuts will need to be hammered into the bottom side of the UHMW cover. 

Taper Barrel T-Nut Bolt 

5/16ò-18X İò Bolt 

UHMW 
cover  

Taper Barrel T-Nut Bolt 
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Attach hinge assembly to the Tire Shine frame using 5/16-18X4 Zinc carriage bolts,  5/16 nuts,  
flat washers, and  lock washers provided with the kit.  
 
Note: Install all of the hardware loosely and test fit before tightening. 
 

 
 
 
 
 

Hinge Assembly  

Tire Shine Weldment  

Carriage Bolt 5/16-18X4 Zinc 
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Conversion Steps 
 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 

Place the 5/16-18X4 Zinc carriage bolts as shown in the picture. Secure the bolts to the frame 
by using the 5/16 nuts, flat washers, and lock washers provided with the kit. After the bolts are 
secured, make sure to insert the 3/8ò X 2 ıò poly-tube provided to protect the applicator pad. 

5/16-18X4 Zinc Bolts 

3/8ò X 2 ıò Poly-Tube 
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Applicator Pad 

Place the manifold inside the applicator pad as shown in the picture. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
 
Place the applicator pad as 
shown in the picture into the 
Tire Shine frame. 
Secure the cover using the 
hex t-nuts provided with the 
kit. 
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Upgrade to 12ò Pad Manifold 

 
 
Tools 
1. Safety Glasses 
2. 1/2 ò Socket or Wrench 
3. 9/16ò Socket or Wrench 
4. Screw Gun or Ratchet 
5. Hammer 
6. 5/16ò Allen wrench 
7. ıò Nut Driver Bit 
Manpower 
One (1) man 

 
 
 
 
 
 
 
 
Time (assuming no problems) 
1.50 - 2.50 hours

 
Upgrade Parts 

Qty Name of Replacement Part   Product Part Number 
4 New Style Manifold  
4 Cloth Insulators 
4 Pad Mount Weldments  
12 3/8ò-16 X 2ò SS Allen Bolt 
12  3/8ò-16 X 1ò SS Bolt 
12 3/8ò Flat Washer 
12 3/8ò Lock Washer 
20 #8 Self Tapping Screw 
16 12ò Foam Pads 
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Conversion Steps 

 
Remove Tee nuts from cover using a 5/16 Allen key.  

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

Remove foam pad from beam. Be sure to remove push coupler from backside of manifold. 
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Note: If you have the manifold shown on page 6 skip to page 9 

 

 

 

 

 

 

 

 

 

 

 

 

 

Take a saw or grinder and gut the PVC elbow off. Once the elbow has been removed release 
the clamps that hold the manifold in place and remove it. 

 

 

 

 

 

 

 

 

 

 

 

 

Cut Here 
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Remove the old manifold clamps using a ıò socket. 
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Remove carriage bolts from beam using İò wrench. Pliers may be necessary to help remove 
the nuts. It may be necasary to use a grinder to remove old bolts. 

 

 

 

 

 

 

 

 

 

 

 

 

 
Temporarily use bolts to align UHMW manifold mount supplied with kit and cloth strip to existing 
pad cover. 

 

 

 

 

 

 

 

 

 

 

 

 

 

Pre-drilled holes must face up. 

Alignment Bolts. 
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Once aligned measure one inch down from UHMW manifold mount and mark as shown. This 
will be your horizontal axis when drilling screws in next step. 

 

 

 

 

 

 
 

From entrance side of  UHMW manifold mount mark the following measurements.Ĳò, 9 
ıò,18ò,26 Ĳò,35 İò,and 47ò.  Use  #8x3/4ò Tek screws and ıò socket to secure manifold mount 
and cloth to cover at the measurements provided. Be sure to hold strip flat. 
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Remove bolts used for alignment at this point. Cut 4 pieces of ıò poly hose, two at 43ò and the 
two at 14.5ò. 

 

 
Connect a ıò poly union fitting to one side of 43ò hose and a ıò poly union elbow to the other. 
Plug union fitting side with ıò plug and connect 14.5ò hose into elbow union 

 

 

 

Elbow Plug ıò Poly Union 
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Use 4ò cable ties to secure the manifold to the pre-drilled holes on the UHMW strip. Manifold 
should look as pictured on the right when mounted on entrance side of tire shiner. 

 

 

 
 

Measuring from the feed end of the manifold mount. Mark the manifold as follows using a 
marker; 4ò,9ò,15ò,22.5ò30.5ò,38.5ò, and 43.5ò. Drill the holes in manifold using a 1/16ò drill bit.  

NOTE: Make sure all holes are drilled so that they are all on the same axis for proper 
chemical delivery. Ensure not to drill through the manifold.  

Place aluminum pad mount onto beam as shown on right. 

Pad Mount 
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The Pad mount attaches using the 3/8ò-16 X 1ò SS Bolt, 3/8ò Flat Washer, 3/8ò Lock Washer. 
Each Pad mount takes three bolts. Leave the bolts hand tight, once all the bolts are in and the 
top has been fitted then the bolts can be tightend. 

 

 

 

 

 

 

 

 

 

 

Lower hinge assembly onto pad mount and thread 3-3/8òx2SS button soc screws into pad 
mount using 7/32ò Allen wrench. Tighten button screws in order to align pad mount plate and 
then tighten both sets of loose bolts(loosened in previous step) on the bottom side of beam  
with a 9/16ò wrench. 

3/8ò Flat Washer 

3/8ò Lock Washer 

3/8ò Bolt 



Equipment Program - Manuals 
Simoniz Tire Shiner Upgrade 

  

____________________________________________________________________________________________________________________________________  
© 2011 SONNYôS Enterprises, Inc.  Page 21 of 23 
This document is confidential and proprietary to SONNYôS Enterprises, Inc. 7/5/2011 
and cannot be used, disclosed, or duplicated without prior written consent Manual_Simoniz Tire Shiner Upgrade 
from SONNYôS. Prices and availability subject to change without notice.  www.sonnysdirect.com 

 

 
Remove button screws fromcover plate with 7/32ò Allenkey. Lift cover plate.  

 

 
Be sure to carefully run¼ manifold line through feed holes in tire shine beam. After inserting 
manifold through beam attach ı x 3/8ò push connector to manifold. 

 

 

 

The grove in the pad must face up. 
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Before securing cover, make sure the holes in manifold are facing down towards 12ò foam 
pads.Tighten 3-3/8òx 2 Button Socket screws through cover and into pad mount using 7/32ò 
Allenkey. Repeat steps for remaining foam kits. 

 
 
 
 

 

 
Note: With the 12ò pads under normal 
operation you may begin to notice warping of 
the pads as seen in this picture. This is fine 
and actually causes the machine to work 
better. 
 
 
 
 
 

 




